REINFORCED CONCRETE FORMED 8 1/2'X3"X1/4" HOT DIPPED
WITH SONOTUBE FORM. GALVANIZED ANGLE IRON (2).
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INSULATED GROUND WIRE CLAMP
AND HANGER AT 3' INTERVALS.
USE CABLE CLAMPS AND HANGERS.

HOSE CLAMPS AND WIRE NUTS
ARE NOT ALLOWED. | M

2" RIGID GALVANIZED
STEEL PIPE, SCH. 40
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2" FLEX CONDUIT

1 1/4" STEEL BUSHING AND
SEALED BOTH ENDS OF CONDUIT

2" GALVANIZED ANGLE IRON BOLTE!
TO STAND WITH 304 SS HARDWARE.
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PRESSURE TRANSMITTERS SHALL BE INSTALLED
WITH HEAT TRACE FREEZE PROTECTION AROUND
8 1/2' X 3' GALVANIZED ANGLE IRON THE FLUID HOUSING OF THE INSTRUMENT AND ALL
BOLTED TO POLE STAND WITH (4) 3/ 8" PIPING, VALVES, AND FITTINGS.
304 SS NUTS, BOLTS, AND WASHERS.

CONDUIT ATTACHED TO ANGLE WITH A —ANDREW GROUNDING KIT TRANSMITTER ENCLOSURE DETAIL
304 SS U-BOLT. MODEL 223 158 C -
/RUN #8 GROUND CONDUCTOR. SCALE:N.T.S.
8"X8"X4" NEMA 4X 316 SS J-BOX: L
CABLE SHALL BE RUN UP INSIDE 3/8" SERVIT POST TAPPED INTO STEEL STAND
POLE: DRILL HOLE INSIDE OF PIPE ]
FOR CABLE ENTRY ADJACENT TO
SS J-BOX AND FOR CABLE EXIST A h N
ADJACENT TO ANTENNA. = h !_ 48 GROUND WIRE TO REPEATER SITE
7 it (CONTINUOUS)
FINISH GRADE i T j 3/4" X 10' GROUND ROD
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REINFORCED 3000 LB
RENEORCE ANTENNA ORIENTATION
—#4 REBAR 30" VERTICALS
AND HORIZONTALS @ 6" NOTE:
ON CENTERS. _—
CONTRACTOR TO CONDUCT RADIO PATH
SIDE VIEW ANTENNA POLE & FOUNDATION STUDY TO DETERMINE SIGNAL STRENGTH
B }scae nvs. TO REPEATER SITE, AND HEIGHT OF

ANTENNA POLE.
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