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SAN ANTONIO WATER SYSTEM
SAN ANTONIO, TEXAS

DD-903-07

ALTITUDE VALVE PIPING - PLAN VIEW
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3 901-0 DD DETAIL SAWSSEE
  VALVE AIR COMBINATION2"

2 - SLIP ON FLANGES
DUO-CHECK VALVE W/

WITH HANDWHEEL (TYP.)
BUTTERFLY VALVE, FLG.

FLOW METER
ELECTROMAGNETIC

FLOW

0 903-1DD
T SHEE DETAIL SEELADDER

M ALUMINUCROSSOVER

DUAL PRESSURE GAUGES
STAINLESS STEEL TUBING AND
ALTITUDE CONTROL VALVE WITH

3/4" HOSE BIBB
1" BRASS GATE VALVE, THD
2-1" NIPPLE, THD. (3" LONG)
WELDED TO TOP OF PIPE
1" STEEL PIPE COUPLING

6
’-0
"

DETAIL DD 901-03
2" DRAIN, SEE SAWS 

SAWS DETAIL DD 902-02
THREE HARNESS CLIPS. SEE
ADAPTER COMPLETE WITH
STEEL FLANGED COUPLING

3/4" HOSE BIBB
1"X3/4" G.I. REDUCER, THD.
1" BRASS GATE VALVE, THD
2-1" NIPPLE, THD. (3" LONG)
WELDED TO TOP OF PIPE
1" STEEL PIPE COUPLING

ENGINEER.
SIZE OF STEEL PIPING SHALL BE DETERMINED BY 6.
VALVES WILL BE INSTALLED.
OF STEEL PIPING IS 20" OR GREATER. OTHERWISE GATE
BUTTERFLY VALVES WILL BE USED ONLY IF DIAMETER5.
CHECK VALVE AND ALTITUDE CONTROL VALVE.
2" DRAIN SHALL BE INSTALLED ON BOTH SIDES OF4.
ALL VALVES SHALL OPEN LEFT.3.
COUPLING IS INSTALLED.
PROVIDE 1" GAP WHERE A FLEXIBLE MECHANICAL2.
SLOPE SLAB 1/8" PER FOOT TOWARDS DRAIN.1.

NOTES:

3 901-0 DDDETAIL
S SAW SEE DRAINS2"

TAP
PRESSURE TRANSMITTER

A.F.F.
GATE VALVE 8’-0" MAX
DRAIN LINE WITH
8" STAINLESS STEEL
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