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OF DRAINAGE STRUCTURE
ADD GROUT TO BOTTOM
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SECTION B-B

SECTION A-A

SEAL
PENETRATION WITH 
FOUNDATION WALL 

STAINLESS STEEL OVERFLOW PIPE

903-20
DETAIL SHEET DD-
PIPE BOLLARD SEE

WITH SEAL
WALL PENETRATION

WEIGHT
VALVE AND COUNTER
CLOSING PF-25 FLAP
WATERMAN POSITIVE

90  BEND, FLG.

(TYP.)
PIPE BOLLARD

STAINLESS STEEL OVERFLOW PIPE

SECONDARY BACKFILL

40" MIN.

SUB-GRADE MATERIAL.

SUB-GRADE MATERIAL.

4" DRAIN PIPE

9’-3"

SAN ANTONIO WATER SYSTEM
SAN ANTONIO, TEXAS

DD-903-09

TANK OVERFLOW/DRAINAGE STRUCTURE

o

CLIPS PER GRATE.
WITH FOUR STAINLESS STEEL ANCHOR 
HCS @ 12" O.C. GRATE TO BE ATTACHED 
2"X2"X1/4" ANGLE (INSIDE PERIMETER) W/4" 
1-1/2" X 3/16"  GALVANIZED BAR GRATING ON

24" DRAIN PIPE

9"

B

B

RECOMMENDATION
PER TANK MANUFACTURER’S
PROVIDE CONCRETE SUPPORT

FINISH FLOOR

0.5% SLOPE
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OF DRAINAGE STRUCTURE
ADD GROUT TO BOTTOM

STAINLESS STEEL EXPANSION JOINT
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