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LADDER DETAILS

. DEFORMED 60 GRADE A706, O)(3/4"

R REBA WELDABLE #6 BE TORUNGS

SAN ANTONIO WATER SYSTEM
SAN ANTONIO, TEXAS

DD-903-14
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D PUNCHE13/16"

E SID EACHTYP.

, RAIL SIDE 3/8" X 1/2"2
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. ELEVATION FLOOR FINISHED THE ABOVE RUNG) OF CENTER (FROM17"

D INSTALLE BE SHALL FLOOR PEDESTAL TANK THE OFF RUNG FIRSTTHE.6

L WAL OF FACE TO RUNGS OF CENTERLINEFROM

  CLEARANCE TOE MAXIMUM 12" TO MINIMUM 7" INSURE TOFABRICATION

  TO PRIOR DIMENSIONS AND LENGTHS ALL VERIFY TOCONTRACTOR.5

. PAINTED STEEL CARBON BE TO LADDERSALL.4

. BOLTED NOT AND RAILS ALONGSIDE WELDED BE SHALL LADDERSALL.3

. SAWS BY APPROVED AS RESISTANT SLIP BE TORUNGS.2

. MINIMUM WELDS SEAL FILLET FULL CONTINUOUS BE TO WELDSALL.1

:NOTES

TO LADDER

CONDUIT ADJACENT

SUPPORT

UNISTRUT 

1/8" 1/8"

S RUNG INTERIOR ATCONNECTORS

  INSULATE PERSONNEL. QUALIFIED BY INSTALLED BETO

) (6116502 SLEEVE CABLE AND GUIDE, CABLE (3/8"),CABLE

  BRACKET, BOTTOM BRACKET, TOP INCLUDE MUSTSYSTEM

Y SAFET LADDERS. ALL FOR SYSTEM SAFETYLADDER

  CABLE FLEXIBLE LAD-SAF DBI/SALA STEELSTAINLESS

(TYP.)

GRIND OUTSIDE WELD SMOOTH

13/16" DIA. PUNCHED HOLE


