
SAN ANTONIO, TEXAS

) ONLY FRONT (AT BOARD TOE4"

DOME RING

3’-6"

FOR ELECTRICAL CONDUIT
EXTENDED SHOTCRETE PAD

RUNG (NON-SLIP)
3/4" DIA. STAINLESS STEEL

8’-0"

RUNG (NON-SLIP)
3/4" DIA. STAINLESS STEEL

2’-3"

"1’-0
FINISH GRADE

FINISH FLOOR

TANK FOOTING

L RAI SIDE TOATTACHES

. PRODUCTS SAFETYNORTH

Y B GATELADDER

M ALUMINU TALL8’

1
’-
6
"

(TYPICAL BOTH SIDES)
3/8" X 2 1/2" SIDE RAIL

SAN ANTONIO WATER SYSTEM

REVISED:

APPROVED:

2 OF 2
SHEET

STAINLESS STEEL EXTERIOR LADDER WITH GUARD

4’-0"

BILCO DOME HATCH

DD-904-08

 SS CHAIN

DBI /  SALA CABLE

HARNESS (BUCKLE - TYPE W/  FRONT D-RING)

S.S.CABLE (3/8") STYLE CLIMBING DEVICE AND FULL BODY 

OSHA COMPLIANT SAFETY CLIMB DEVICE INCLUDING

ON THIS SIDE
HOOP AND PADLOCK

NOV 2011

NOV 2011

TO BACK OF LADDER
LIMIT UNAUTHORIZED ACCESS 


